Product data sheet h binder

Product description M9 Female panel mount connector, Contacts: 4, unshielded, THT, IP40, M9x0,5, Front mounting
Area M9 IP40
Series 711
Part no. 09 0082 20 04
lllustration (may vary) Conductor layout Scale drawing

10,3

Lf'l 1
= —
>< N
(@) \/E' =
= /U

You can find the component part drawing and assembly instructions on the next page.

Technical data

Part no.

Connector design Female panel mount connector
Version Connector socket straight
Connector locking system screw

Termination THT

Degree of protection IP40

Temperature range from/to -40°C/85°C

Date: 03.10.2026



Product data sheet h binder

Product description M9 Female panel mount connector, Contacts: 4, unshielded, THT, IP40, M9x0,5, Front mounting
Area M9 IP40
Series 711
Part no. 09 0082 20 04
Mechanical operation > 500 Mating cycles
Weight (g) 2.93
Customs tariff number 85369010
Country of Origin DE
Rated voltage 125V
Rated impulse voltage 1500V
Rated current 3,0A
Insulation resistance >10°Q
Pollution degree 1

Overvoltage category Il
Insulating material group 1l

EMC compliance unshielded

Contact body material PA (UL94 V-0)

Contact material CuSn (bronze)

Contact plating Au (gold)

REACH SVHC CAS 7439-92-1 (Lead)

SCIP number 6c9046d6-a8ba-4100-b7fc-debd60a8e35f
eCl@ss 11.1 27-44-01-09

ETIM 9.0 EC003569

Copper (9903.78.01) 0.000184 kg
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Product description

Area M9 IP40
Series 711
Part no. 09 0082 20 04

Assembly instructions / Panel cut-out
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Component part drawing

connector

B bhinder

M9 Female panel mount connector, Contacts: 4, unshielded, THT, IP40, M9x0,5, Front mounting

female panel mount

male panel mount
connector
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Product description M9 Female panel mount connector, Contacts: 4, unshielded, THT, IP40, M9x0,5, Front mounting
Area M9 IP40

Series 711

Part no. 09 0082 20 04

Security notices
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